
Tandem Kickstand Installation
Disclaimer: Calfee Design recommends that installation be performed by a
professional bike mechanic.  However, if you wish to proceed independently, please
follow the following steps closely.

Calfee does NOT hold responsibility for damage occurred during improper
installation.

You can reach our tech department at calfeetech@calfeedesign.com with any questions or
concerns.

Instructions:
1) Fix tandem in a proper bicycle service stand.
2) Remove the four bolts holding the mounting bracket assembly together

using a 5mm allen key.
3) Separate the two mounting brackets and the top shim piece from the

kickstand base.  Make sure to leave the bottom shim piece in its original
position.

4) Place the bottom of the kickstand with the bottom shim underneath the
boom tube.  Place the kickstand in the most rearward position that does not
interfere with the front drive rings and shifting capabilities.  Ensure that the
kickstand legs are facing towards the rear of the bicycle when collapsed.
They will be located on the non-drive side.

5) Place the shim on the top of the boom tube in line with the lower shim.
6) Re-install the two mounting brackets utilizing the four bolts, and tighten the

bolts in a diagonal crossing pattern until the kickstand does not rotate.
7) Be sure to not overtighten the kickstand.  Once there is no more play in the

kickstand, apply a quarter turn to each bolt. (Estimated 6-8 NM).
8) Your kickstand should be ready to go!  Make sure to periodically check the

bolts to ensure proper tightness and that they do not come loose on a ride.
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